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GENERAL SERVICES ADMINISTRATION
Heartland Region
Public Building Service
m m\\»/ 1500 East Bannister Road
® ©) ® ® ® ® @ ® ® @, @), 2 ©, D, ®, ©) @) O, O, GENERAL NOTES: Kansas City, Missouri 64131—3088
A.  REFER TO ROBERT A. YOUNG FEDERAL BUILDING BUILDING PROPERTY OF THE UNITED
STANDARDS FOR ALL NEW WORK STATES GOVERNMENT
B.  BUILDING OPERATIONS AND BUILDING SYSTEMS MUST
CONTINUE WITHOUT INTERRUPTION DURING NORMAL COPYING, DISSEMINATION, OR
WORKING HOURS. WORK THAT IMPACTS BUILDING
OPERATIONS OR BUILDING SYSTEMS MUST BE COMPLETED DISTRIBUTION OF THESE
OUTSIDE OF NORMAL WORKING HOURS. SCHEDULE ALL DRAWINGS, PLANS, OR
WORK THAT IMPACTS BUILDING OPERATIONS OR BUILDING
SYSTEMS WITH THE GSA FIELD OFFICE. SPECIFICATIONS TO
o C.  OPTION E2 TO INCLUDE PHOTOVOLTAIC PANELS MOUNTED UNAUTHORIZED PERSONS IS
® ON SUPPORT SYSTEM ATTACHED TO BUILDING
ANCHORS STRUCTURAL SYSTEM AS REQUIRED. SYSTEM TO INCLUDE PROHIBITED
A PHOTOVOLTAIC PANELS, INVERTERS, METERS, . .
! ! S DISCONNECTS, CONDUIT, WIRES AND CABLES REQUIRED TO Do not remove this notice
53
W3z ! D.  OPTION E3 TO INCLUDE VERTICAL ACCESS WIND TURBINE longer needed
7 ® WITH STRUCTURAL SUPPORT CAGES INSTALLED ON
_F I_ EXISTING STAIR/ELEVATOR PENTHOUSES. SYSTEM TO
e gy INCLUDE WIND TURBINE, INVERTERS, METERS,
DISCONNECTS, CONDUIT, WIRES AND CABLES REQUIRED TO
CONNECT SYSTEM TO EXISTING ELECTRICAL DISTRIBUTION
SYSTEM
E.  PANELS TO BE INSTALLED TO ALLOW ROOF DRAINAGE
O AND ACCESS TO MECHANICAL EQUIPMENT, ROOF DRAINS
AND WINDOW WASH ANCHORING SYSTEM AS REQUIRED.
VERIFY EXACT LOCATION OF ALL ROOF COMPONENTS
PRIOR TO SUBMITTING SHOP DRAWINGS OF EXACT
EQUIPMENT LOCATIONS WITH CONDUIT/CABLE /WIRING
OPTION E3 . . ROUTING. MAINTAIN 10’ CLEARANCE FROM ROOF EDGE TO
VENT VENT PHOTOVOLTAIC PANELS. MAINTAIN 5’ CLEARANCE IN
AV [50] ® FRONT OF WINDOW WASH ANCHOR RAIL SYSTEM.
MAINTAIN 4’ CLEARANCE AROUND MECHANICAL
) ) EQUIPMENT. MAINTAIN 5 CLEARANCE AROUND ROOF
VENT VENT PENTHOUSES AND PROVIDE 5’ ISLES TO ROOF PERIMETER
AND WINDOW WASH ANCHORING SYSTEMS. MAINTAIN
ACCESS TO ROOF DRAINS, VENTS AND OTHER ROOF TOP
- EQUIPMENT.
_ = _ = venr (s8] VENT ® F. AREAS OUTLINED FOR PHOTOVOLTIC SYSTEMS ARE SHOWN
3 ' TO INDICATE APPROXIMATE SPACE/AREA AVAILABLE FOR
! = ; ] PHOTOVOLTAIC SYSTEMS. PHOTOVOLTAIC PANELS SHOWN
> - - - -n -— I ——— - S S e TO REPRESENT APPROXIMATE SIZE, CONFIGURATION AND
_ = @ _ _ — m i ———— QUANTITY OF PHOTOVOLTAIC PANELS FOR REFERENCE
! £ Emainll I i 0o (o] i [ Wl _ ONLY. PHOTOVOLTAIC SYSTEM MANUFACTURE
] S ! ; i || i m ! i _ REPRESENTATIVE TO VERIFY EXACT QUANTITY, SIZE AND
O N N ' "
. Lo L/ apprOK. | AVETL AHL APRROR | AvEL AHL : i v . CONFIGURATION OF PHOTOVOLTAIC PANELS WITH EXISTING —
_ _ — o . o . b —APRROY, TAVMABLE Q@ CONDITIONS AND ACCESS CONSTRAINTS AS OUTLINED. T o B T Y o
- —— e e N T AN T e ARH F (976 |SH ' EXPRESSLY DISCLAIM ANY RESPONSIBILITY FOR ALL
i || . = |-/A- i 1 OTHER PLANS, SPECIFICATIONS, ESTIMATES, REPORTS
e "N OR OTHER DOCUMENTS OR INSTRUMENTS RELATING TO
VENTRA T e SN ] SO T N OR INTENDED TO BE USED FOR ANY PART OR PARTS
10" CLEARANCE FROM ROOF EDGE VENT 10’ o_.m.w>m>zo_m FROM ROOF EDGE | OF THE ARCHITECTURAL OR ENGINEERING PROJECT
= = | | ®
OPTONE2 | 777777 ) 2
. o
KEYED NOTES: s
(@]
Av WIND TURBINES TO BE ATTACHED TO PENTHOUSE 2
STRUCTURE AS REQUIRED BY WIND TURBINE =
® MANUFACTURE. VERIFY STRUCTURAL ATTACHMENT O
DETAILS WITH STRUCTURAL ENGINEER.
o
>
2 L ————
SPA
MARK | DATE DESCRIPTION
wn
STANDARD ENGINEERING SYMBOLS =
o
z
O, =
VERTICAL WIND TURBINE WITH STRUCTURAL SUPPORT BASE.. SHOWN FOR APPROXIMATE m
LOCATION BASED ON 108"X108" SUPPORT BASE. EXACT SIZE AND LOCATION TO BE W
COORDINATED WITH MANUFACTURE. M
m RACK MOUNTED TILTED PHOTOVOLTAIC PANEL. SHOWN FOR APPROXIMATE QUANTITY AND
LOCATION BASED ON 62"X42” RACKS WITH 10" SPACING BETWEEN ROWS.. EXACT SIZE,
QUANTITY AND LOCATION TO BE COORDINATED WITH MANUFACTURE.
M. ........... , EXISTING ROOF TOP EQUIPMENT WITH WORKING SPACE CLEARANCES TO BE MAINTAINED AROUND @
| EQUIPMENT. SHOWN IN APPROXIMATE LOCATIONS FOR REFERENCE ONLY. VERIFY EXACT SIZES
m E AND LOCATION AND COORDINATE WITH PHOTOVOLTAIC SYSTEM INSTALLATION REQUIREMENTS. @
Dwﬁ EXISTING WINDOW WASHER ANCHORING SYSTEM WITH WORKING SPACE CLEARANCES TO BE
WINDOW WASHR - MAINTAINED AROUND EQUIPMENT. SHOWN IN APPROXIMATE LOCATIONS FOR REFERENCE ONLY. =
PANCHOR RAIL & VERIFY EXACT SIZES AND LOCATION AND COORDINATE WITH PHOTOVOLTAIC SYSTEM 6 =
[t ® INSTALLATION REQUIREMENTS. w
EXISTING ROOF DRAIN SHOWN IN APPROXIMATE LOCATION FOR REFERENCE ONLY. VERIFY @ &
®) EXACT SIZES AND LOCATION. MAINTAIN ACCESS AND COORDINATE WITH PHOTOVOLTAIC SYSTEM m
RD INSTALLATION REQUIREMENTS. m
EXISTING ROOF VENT SHOWN IN APPROXIMATE LOCATION FOR REFERENCE ONLY. VERIFY EXACT 9 &)
<mOZA SIZES AND LOCATION. MAINTAIN ACCESS AND COORDINATE WITH PHOTOVOLTAIC SYSTEM
INSTALLATION REQUIREMENTS. - %OOZ NO. GS06P04GYD0003
] REFERENGE ONLY. VERIFY EXACT SIZES AND LOGATION. - MAITAIN ACGESS AND COORDINATE 2|AJE TASK NO. |67 MODIFICATION NO. 3
WITH PHOTOVOLTAIC SYSTEM INSTALLATION REQUIREMENTS. =
® £|CONS. CONTR.
<|CONS. WORK
a4
& =|PRIME A/E TEAM FOUR ARCHITECTS, INC.
O|SUB AE WILLIAM TAO & ASSOCIATES
CONSTR. CON.
NAME ROBERT A. YOUNG FED. BLDG.
(@ | STREET 1222 SPRUCE STREET
@) Z|CITY/ST/ZIP | ST. LOUIS, MO 63103
T S|BUILDING NO. |MO0106ZZ
m OTHER
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PROJECT
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—|PROJECT
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O[PROJECT NO. | IMO00090
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